
INSTALLATION 
SIX EASY STEPS 

1. INSTALL GATE POSTS 

2. LAYOUT ALL GATE PARTS 

3. ASSEMBLE GATE 

4. INSTALL GATE ROLLERS ON POSTS 

5. INSTALL GATE ON ROLLERS 

6. INSTALL GATE LATCH 

 

 



STEP 1 

INSTALL GATE POSTS 

 

1.The gate posts do not come in your gate kit but can be ordered separately. 

 A. For most gate applications use a medium to heavy duty 2-7/8ò post.   

 B. Post height should be the height of the gate plus 3 feet. 

  Example: Gate Height is 48ò  The gate post will need to be 4ô + 3ô=7ô 

           2ô-2.5ô in the ground and at least 6ò above the top of the gate for the gate roller to mount 

 

2. Recommend using at  least a 2ô diameter hole 2-2.5ô deep to hold enough concrete ballast for the 

gate. 

 

3.Use a string line and level to make sure the posts are aligned with the latch post.   

 A.  Place the gate post 4-4.5ò away from the existing fence posts. 

  B.  With the sting line make sure you are the same distance from your latch post. 

 C.  This part is critical for gate alignment. 



STEP 2 

LAY OUT GATE PARTS 

 

1.  Lay out all the parts that came in your installation kit.  If anything is mission please call. 

  A.  The kit should consist of the following parts. 

  1.  4 gate roller brackets 

  2.  4 gate wheels 

  3.  4 wheel covers 

    4.  8 ubolts with nuts for 2-7/8ò post 

  5.  2 elbos 

  6.  2 end caps 

  8.  1 gate latch with ubolt for 2-3/8ò post 

  9.  2ò aluminum pipe gate finish  

  10.  Hardware  

 

 B.  The wheel brackets should come pre-assembled for easy of installation. 



STEP 3 

ASSEMBLE THE GATE 

 

1.Each gate panel comes with two 6òsleeves and 2 self tap-

ing screws. It will also come with 3 to 5 nuts and bolts de-

pending on the height of the gate you ordered. 

2.Mark each sleeve with a marker at 3ò. 

3.Tap the sleeve into the end of the gate panel to the 3ò 

mark. 

4.Then screw the screw throught the panel into the sleeve to secure the sleeve in place.  Make sure 

the screw is near the 

chainlink so that it does not 

interfere with the gate roll-

er. 

 

 


